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LU-8016AUTO/LM
Staplers
Auto-Fire Staplers, Long Magazine

Fasteners

。   80 Series Staples
。   Compatible With Complete 80, Atro 8, Bea 80,

      JK 680, Haubold 800 Series

Features

。   New & Improved
。   Speed Adjustable. Minimum 27 Staplers/Sec   

       When Adjusted To Highest Speed.
。   Light Squeeze Trigger To Single Fire, Full   

      Squeeze To Auto-Fire No Adjustment        

      Needed
。   Hammer Cap
。   Rear Exhaust
。   Bottom Load Long Magazine – Quick Load  

      And Easy Jam Clearance
。   Low Fastener Re-Load Indicator Window
。   Short Magazine For Single Strip Staple Load 

      Also Available : LU-7116 AUTO (Item # L21020)  

      / LU-8016AUTO (Item # L22220)

Tool Specifications

Weight

1.1kgs

2.4 lbs

352 x 45 x 148 mm

13.8” x 1.8” x 5.8”

Dimensions
(L x W x H)

6 ~ 7.7 kg / cm2

85 ~ 110 psi

Operating
Pressure

290 staples

290 staples

Lead
Capacity

Applications

。   Upholstery
。   Furniture
。   House wrap
。   Roofing Felt
。   Bedding
。   Insulation

Nail Spec
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MS-1619 LU-216LC
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