
Technical data NRH‐83 
Angle  20 ‐ 22 Degree 

CollaƟon  PlasƟc Strip 

Nail shank  Ø .113 to .148 

Nail length plasƟc collated  2” to  3‐1/2” 

Tool length  20.7”   

Tool height  13.4”  

Tool weight  8 Lbs.  

Magazine capacity plasƟc collated  64 nails 

Air pressure  80‐120 PSI   

Features and Benefits: 
 

• Standard bump fire trigger 
• Stainless trigger valve to reduce wear 
• Heat treated driver blade to extend life 
• High capacity,  lightweight aluminum magazine 

for beƩer durability 
• Aggressive nose for toe nailing 
• SoŌ rubber grip to reduce recoil 
• Spare Parts kits available 
 

ApplicaƟons: 
 

• Framing 
• Decking 
• Trusses 
• Sub Floor 

Parts Kits Available: 
O‐ring Kit: 7USAX‐3131002‐1 
Repair Kit: 7UASAX‐3116003‐1 
Plunger Value Assembly:  7USAX‐3131003‐1 
Trigger Value Assembly:  7USAX‐3131004‐1 
Magazine Assembly:  7USAX‐3131005‐1  

• Open nose for 
easy jam clearing 

NRH‐83 Full Round Head Strip Nailer 

20o‐22o PlasƟc 
Collated Nails 


